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MFWD TRACTORS
John Deere 8110 MFWD, pow-
ershift, 4 hyd., 3 pt., (3) PTOs, 
18.4R46 tires & duals, 21,600 hrs., 
S/NRW8110P005296
Case-IH 7220 MFWD, CAH, 
powershift, 3 hyd., 3 pt., 540/1000 
PTO, diff lock, front weight bracket, 
Firestone 14.9R30 front tires, Fire-
stone 18.4R42 rear tires w/10-bolt 
hub duals, 17,831 hrs., 300 hrs. on 
New radiator, S/N58697

TRAILER
Felling 3rd axle for semi trailer, 
air brakes, air ride, dump valve, 
255/70R22.5 tires on outside 
aluminum

LAGOON CRAWLER
2015 Nuhn lagoon crawler, 4WD, 
Cummins diesel, pivoting gun, 
7 nozzle agitation, LED lights, 
handheld wireless remote control, 
500/70R24 tires, 2,764 hrs., recent 
New impeller, S/N15058

STATIONARY PUMP
Bazooka Farmstar 79100 station-
ary pump, C18 Cat, 750 hp., 1,000 
gal. fuel tank, Cornell 23” pump, 
10” inlet/outlet, NexGen remote 
control system, pig shooter, bypass 
valves, on tandem axle bumper 
hitch trailer, spring suspension, 293 
hrs., no emissions, S/N180889

APPLICATORS
Hydro Engineering Dragline 
manure applicator, 34’, double 
wing fold, 3 pt. mt., 6” discharge 
swing pipe, Krohne fl ow meter, in 
cab Krohne controls & display gone 
through, shop-fi eld ready
Puck manure applicator, 30’, 6” 
pipe, 30” spacing, wing fold, 3 pt., 
w/6” Krone fl ow meter, Dietrich 
shanks, Hydro Equalizer manifold, 
6x6 main frame, 4x6 wing frames, 
Cat 3 or 4 hitch, heavy duty CAT 
dozer gauge wheels, S/NAPP167

APPLICATORS
Shop-Built manure applicator, 
30’, 24” spacing, wing fold, 3pt., 
Dietrich shanks, 6x6x1/2” sq. tube 
frame, Hydro Equalizer manifold w/
Banjo quick release fi ttings, Cat 4 
hitch, heavy duty Cat dozer gauge 
wheels

PUMPS
Cornell 4414T-F18DBK Booster 
pump, PTO driven, 1000 PTO, w/
heavy duty RJ Link gear box, 14” 
impeller, on transport, comes w/
extra suction cover
DoDa vertical manure pit pump, 
agitate or load, 6” discharge, 3 pt. 
mt., 540 PTO
N-Tech manure pump, 25’, 540 
PTO, agitate and load, 8” load out, 
30” impeller, on transport
2009 Houle pump, 8.5’ 6”, 1000 
PTO, extended hitch
2007 Houle pump, 9’ 6”, 1000 
PTO, extended hitch
Houle vertical pump, 8’x6”, 540 
PTO, on transport
Pioneer manure pump, 20”, zero 
hrs. on complete rebuild 2019, S/
NSC86520L9-H0
Pioneer manure pump, 17-1/2”, 
zero hrs. on complete rebuild 2019, 
S/NSC64517L1-B
Pioneer pump, 20”, New back 
suction cover
Pioneer pump, 17”

AGITATORS
Houle agitator, 52’, 1000 PTO, on 
transport
Houle agitator, 42’, 540 PTO, on 
transport
Houle AP-L-R-42 agitator, 42’, 
540 PTO, w/prop & hyd. nozzle, 
heavy duty transport w/hyd. outrig-
gers, S/N99-2179
Houle agitator, 32’x6”, 540 PTO, 
on transport
Houle screw agitator, 32’, on 
transport, has PTO shaft, loading 
available at pick up, S/NV-A-L-R-42

AGITATORS
Houle screw agitator, 32’, on 
transport, loading available at pick 
up
N-Tech prop agitator, 30’, 540 
PTO, 28” impeller, on transport
Houle agitator, 8”, 540 PTO, twin 
nozzles, on transport

APPLICATORS
Dietrich 37700 Series 70, 7 shank 
manure surface applicator, w/
coulters & sweeps, center & wing 
shank on pallet, S/N0901005
Aerway AW 1500 top dress 
aerator/applicator, 15’
Surface applicator, 4 section, 
notched discs, fi ts Balzer, Houle 
and Nuhn
(6) Dietrich Series 60 surface 
application covering units

HOSE CART & REEL
Hydro Engineering HCT 1612 
hose cart, holds 1-1/4 mile of 10” 
hose, w/controller for speed and 
tension, hyd. swing hitch, S/N1203
Cadman 4600M tandem axle 
hose reel, hyd. drive, 5” inlet w/
new bar pressure gauge, lights, 
rear hyd. drop anchors, come 
w/approx. 1465’ hose, 5” hard 
hose, 1 splice approx. 200’ from 
discharge end, 385/65R22.5 tires, 
S/N01407024600M

AIR COMPRESSORS
2005 Atlas Copco XAS 375 air 
compressor, 375 CFM, John 
Deere 4.5 liter. diesel, 125 hp., 
4,630 hrs.
2005 Atlas Copco XAS 375 air 
compressor, 375 CFM, John 
Deere 4.5 liter. diesel, 125 hp., 
4,250 hrs.
1993 Ingersoll Rand air 
compressor, 900 CFM, L-10 
Cummins, 275 hp., on tandem axle 
pintle hitch trailer, spring ride, LED 
lights, 16,452 hrs.

AIR COMPRESSORS
1979 Ingersoll Rand air com-
pressor, 1100 CRM, 6-71 Detroit 
diesel, 4-wheel transport, spring 
suspension, pintle hitch

OTHER MANURE 
EQUIPMENT

Hydro Engineering manure
 injector, hyd. wing fold, 3 pt. 
mount, w/Brillion shanks, 6” mani-
fold, meter, swing pipe, extra parts
Shop-Built injector, 24’, hyd. wing 
fold, 3 pt., 13 shank, 6” Krohne 
fl ow meter, Flexi-coil standards w/3 
extra shanks
Shop-Built tractor mounted 
swing tube, 8” pipe, Krohne fl ow 
meter, pig shooter, swivel, shut off 
valve
Houle manifold, 7 port, 6” inlet
Houle manifold, 6 port, 6” inlet

MANURE HOSES
Bambauer mainline hose, 515’, 
10”, no menders
Bambauer mainline hose, 515’, 
10”, no menders
Bambauer mainline hose, 610’, 
10”, no menders
Bambauer mainline hose, 660’, 
10”, no menders
Bambauer mainline hose, 450’, 
10”, no menders
Bambauer mainline hose, 510’, 
10”, no menders
Bambauer mainline hose, 510’, 
10”, no menders
Bambauer mainline hose, 545’, 
10”, no menders
Bambauer mainline hose, 520’, 
10”, w/mender at 238’
Bambauer mainline hose, 580’, 
10”, no menders 
Bambauer mainline hose, 660’, 
10”, no menders
Bambauer mainline hose, 600’, 
10””, no menders
Bambauer mainline hose, 590’, 
10””, no menders

MANURE HOSES
Bambauer mainline hose, 552’, 
10”, w/mender at 177’ 
Bambauer mainline hose, 534’, 
10”, no menders
Bambauer mainline hose, 648’, 
10”, no menders
Bambauer mainline hose, 654’, 
10”, no menders
Bambauer mainline hose, 658’, 
10”, no menders 
Bambauer mainline hose, 564’, 
10”, no menders 
Bambauer mainline hose, 660’, 
10”, w/mender at 542’ 
Bambauer mainline hose, 522’, 
10”, no menders
Balzer drag hose, 965’, 6”, 2 
splice, 2nd coupler at 460’
Balzer drag hose, 935’, 6”, w/
menders at 538’, 710’ & 780’
Drag hose, 821’, 7”, w/menders at 
438’, 580’ & 758’
(2) Orofl ex new manure hose, 
6”x660’, NIB
(4) Orofl ex manure hose, 6”, 
approx. 2,500 total feet, used, has 
(2) menders, owner believes they 
are Orofl ex

PARTS
(20) Dietrich spring load shank 
assemblies
(6) Farmstar spring loaded wavy 
coulter units
John Deere digger shank assem-
bles, (15) complete, (3) additional 
mounting brackets and springs
Pallet of opening and closing 
discs, for dietrich shanks, (17) 
opening (15 complete) & (8) closing 
(1 complete) units
(6) Pallet of misc. fi ttings
(4) Manual crank valves, 4”
(2) Manual crank valves, 3”
Manual crank valve, cast, 4”
(7) Hose pinchers, 6”-8”, bulldog 
jacks for pressure
Misc. hose pincher parts and 
valve parts
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