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Fvents Center on Eisenhower Avenue

WEDNESDAY, MARCH 17, 2021 AT 10AM

TRACK TRACTOR COMBINES
1998 Case-IH 9370, shows 4,051 hrs., Quadtrac, 2018 John Deere S770, 90 sep./181 eng. hrs.,
12 speed powershift, 4 hyd., Lg. 1000 PTO, front ~ 2WD, premium cab, Contour-Master, AutoTrac
mounted rock box, Trimble AutoSteer, WAAS, ready, 4600 display, ActiveYield, Pro Drive, Hi-
FM750 display, diff. lock, foot throttle, AM/FM/CD,  Torque feeder house w/fore & aft, 22.5" unloading

600/70R32 rear tires, S/N 1H0S770SVJ0800301
4WD TRACTOR 2007 John Deere 9660STS, 2,052 sep./3,017
1998 John Deere 9200, shows 6,661 hrs., 4WD, eng hrs., 2WD, AHC, AutoTrac ready, Contour-
partial powershift, CAH, 3 hyd., BB, diff. lock, AM/  Master, AM/FM/CD, Hi-Torque feeder house, high
FM radio 520/85R42 duals, S/N RW9200H010670  capacity lift cyl., 22.5’ unload auger, high unload
1989 John Deere 8560, shows 2,188 hrs., 4WD, rate, fine cut straw chopper, HD final drives, touch
partial powershift, CAH, 3 hyd., BB, AM/FM, rock  set chaffer/sieve, Maurer hopper ext., 520/85R42
box, AM/FM, rock box, S/N RW8560H001280 front duals, 28L-26 rears, S/N H09660S721901

(Owner states tach replaced @ 3,385 hrs.) 1991 John Deere 9400, 2,578 sep./3,599
eng. hrs., 2WD, standard cab, straw chopper,
MFWD TRACTORS hyd. driven chaff spreader, single range cyl.

2008 John Deere 7830, shows 1,633 hrs., MFWD,  grive, Maurer hopper ext., DAM, AM/FM radio,

40K IVT, LH reverser, deluxe cab, 3 hyd. wipower  HarvesTrak, 14’ unload auger, 24.5-32 front tires,

beyond, 10,500 Ib. 3 pt. w/quick hitch, 1000 PTO,  14.9-24 rear tires, S/N H09400X640482
front weight bracket w/(14) weights, front fenders,

(2) 450 Ib. inner rear wheel weights, AutoTrac GRAIN HEADS

ready, 45cc hyd. pump 32 gpm, diff. lock, 2015 John Deere 630F, flex head, 30, Crary Air

480/80R42 rear duals, 380/85R30 front tires, Reel, hyd. fore/aft, single pt. hookups, full

S/N RW7830D009098 fingered, stubble lights, poly end dividers, poly
2001 John Deere 8210, shows 4,116 hrs., MFWD,  reel tines, low rock dam,

powershift, CAH, , buddy seat 4 hyd., w/case S/N 1H00630FAE0775039

drain, 3 pt. w/quick hitch, Lg. 1000 PTO, front 2005 John Deere 630F, flex head, 30’, hyd. fore/

weight bracket, front fenders, front mount aft, single pt. hookups, full fingered, stubble lights,

Sturd-E-Built rock box, diff. lock, 33.5 gpm hyd. PTO drive, poly end dividers, poly reel tines, low
pump, radar, AM/FM/CD, A/C (sells w/Outback rock dam, poly floor liner, S/N HO0630F711805

S2 integrated AutoStc_eer system S/N 905231 1995 John Deere 920F, flex head, 20’, manual

& Outback GPS receiver), 14.9R-34 front tires, fore/aft, standard hookups, poly end dividers, poly

18.4R-46 rear duals, S/N RW8210P015323 reel tines, S/N H00920F666022 (head trailer sells
separate)

2WD TRACTORS
1968 John Deere 4020, shows 4,549 hrs.,2WD, CORN HEADS
syncro, gas, 2 hyd., 3 pt. w/top link, 540/1000 2010 John Deere 608C, 8x30”, single pt. hookups,
PTO, WF, (1) pair of rear wheel weights, (2) front  stubble lights, PTO drives, (3) header height

starter weights, (4) front slab weights, diff. lock, sensors, opposed knife rolls, hyd. adj. deck
fixed tread front axle, K&M steps, 15.5-38 rears, plates, S/N 1HO608CXAA0735874
9.5L-15 fronts, S/N T211R196262R (original 1988 John Deere 643, 6x30”, low tin, oil bath,
working tach) chain coupler drives, S/N M00643X631498
1978 International 1486, 2WD, S/N 14991
1981 Allis Chalmers 185, shows 2,407 hrs., HEAD TRAILERS

2WD, diesel, open station, 2 hyd., 3 pt. w/top link, J&M HT8, 30", ext. tongue, rear hitch, 20.5x8.0-10

540 PTO, WF, (2) rear wheel weights, (2) front tires, S/N 4139

weights, sells w/Allied Buhler S595 front loader,  Stud King 32, 32, ext. tongue, torsion suspension,

quick attach 84” bucket, weld-on cutting edge, rear lights, 9.5L-15 tires, S/N 2536

18.4-30 rear tires, 9.5L-15 front tires, S/N 15751 Harvest Hand, 30’, tricycle type, spare tire, ext.
1957 Allis Chalmers D17, shows 1,970 hrs., 2WD,  tongue, rear hitch, rear lights, 225/60R16 tires

gas, open station, 1 hyd., 2 pt., snap coupler Shop-Built Head Trailer, 22’, wagon style, 14” tires

540 PTO, NF, power adij. rear wheels, rear wheel

weights, rear fenders, fender mount radio, 14.9-28 PLANTERS

rear tires, 6.00-16 front tires, S/N 3593 2009 Case-IH 1250, bulk fill planter, 16x30”, 2
1950 Ford 8N, 2WD, 3 pt. no top link, 540 PTO, pt., vacuum, tri-fold markers, electric drive V-Set

WF 12.4-28 rears, 6.00-16 fronts, S/N 289146 meters, Delta down force, row shut-offs, variable

(Owner states recent engine overhaul) rate, pin adj. spike row cleaners, closing wheels,
rebuilt parallel linkage w/HyLand Machining parts,
FRONT END LOADER field ready, sells w/Precision Planting Gen lll
Loader sells w/bale spear & mounting brackets for 2020 monitor, S/N YAS007093
[H tractor 2004 John Deere 1790, CCS planter, 16/32 split
row, 30%, 2 pt., ground-driven, adj. HD spring
DOZER down pressure, (32) unit mounted coulters,

2008 John Deere 750J, LGP dozer, shows 10,009  (16) floating row cleaners on corn rows, flat-fold
hrs., hydro drive, CAH, AM/FM radio, 34” pads, markers, (2) vacuum fans, 11-22.5 main tires,
12’ 6-way blade, rear hitch, S/N T0750JX156840  10.00-15 wing tires, S/N A01790C705409

HID lighting, 30” tracks, S/N JEE0071309 auger, Maurer hopper ext., 520/85R42 front duals,

TILLAGE EQUIPMENT

2018 Hatzenbichler, tine harrow, 40’, 3 pt.,
8-basket, hyd. down force, gauge wheels,
SN 0699-1/17

2012 John Deere 512, disk ripper, 12'6”, 5-shank,

pull-type, walking tandem axles, rock flex gangs,
spring mounted scrapers, 23.5” disc blades,
shank protectors, 5” points, single pt. depth
control, 11L-15 tires, S/N 1A80512XHC0745285

2007 John Deere 2210, field cultivator, 38.5’, pull-

type, 6” spacing, 7” knock-on sweeps, 3-section,
single pt. depth control, walking tandems, 4-bar
coil tine harrow, 9.5L-15 tires,
S/N N02210L004087

2007 DMI, NH3 applicator, Raven monitor

2006 Case-IH 9300 Ecolo-Tiger, disc ripper,
9x30”, 3-section combination ripper, spring auto
reset (Owner states 600 acres on new 7” points)

1996 John Deere 980, field cultivator, 27.5’, pull-
type, 6” spacing, 3-bar coil tine harrow, walking

tandem axles, single pt. depth adj., 9.5L-15 tires,

S/N N00980X005002

John Deere 980, field cultivator, 36.5, pull-type,
(2) 1" extensions for 38-1/2', single pt. depth
control, walking tandems across, 3-bar coil tine
harrow, 6” spacing, knock-on sweeps, 9.5L-15
tires, S/N N00980X005367

John Deere 118, stalk chopper, 18, pull-type, Lg.

1000 PTO, manual ratchet height adj., rear hitch,

7.60-15 tires, S/N P00118X002318
Sukup 9400, row crop cultivator, 40°, 3 pt., high
speed, 3-section, sliding shields, 18” sweeps

John Deere 2210, field cultivator, 46.5°, 7" bolt on
sweeps, 6” spacing, single pt. depth control, 4-bar
coil tine harrow, walking tandems across, level lift,

11L-15 tires, 9.5L-15 front gauge wheels,
S/N N02210L008193

John Deere 845, row crop cultivator, 16x30”, 3 pt.,

Danish tine units, rubber-faced row unit gauge
wheels, flat-fold, (2) rear parking stands, (2)
stabilizer discs, (4) 20.5x8.0-10 gauge wheels,
S/N P00845X005976

John Deere 400, rotary hoe, 40’, 3-section, flat-
fold, pin adj. gauge wheels

Shop-Built Vertical Tillage, disc, 19-1/2', pull-type,
18” fluted blades, 9” spacing, walking tandems,
hyd. lift, 9.5L-14 tires

Shop-Built Harrow, 40’, on JD flat-fold bar,
3-section, 3 pt. Winfield harrow sections

SPRAYERS

1997 AG-Chem Rogator 854, 90’ boom, 800 gal.,

S/N 8525877

Sprayer Specialties XLR1000, pull-type, 90’ hyd.

folding boom, 1,000 gal. poly tank, 7-section,
single nozzle bodies, 20” spacing, HO-FM02500
foam marker system, chem. inductor, 2” fill port,
60 gal. rinse tank, Raven foam/boom controller,
12.4-42 tires

SKID STEER
2011 Terex PT-10060, shows 117 hrs., track skid-
steer

SEMI TRUCK
1995 Freightliner FLD120, conv. sleeper cab

View complete descriptions,
photos & details online at

Auctioneer’s Note: Please join us for this combined farm machinery auction of several local farmers and estates.
There will be online bidding available on major items. Sales tax applies, exemption forms available.
$35 pc per titled item. All items to be removed within 7 days.

WAGONS
2010 Brent 744, gravity flow, 750 bu., ext.

ROAD GRADER
Bonnell 122 Road Drag, pull grader, 7',

tongue, brakes, front ladder, rear hitch, rear pull-type, 2-5/16” ball hitch, hyd. lift

lights, unload light, 2-way spout, roll tarp,
green, 455/55R22.5 tires, S/N B26410118
2007 Brent 744, gravity flow, 750 bu., ext.

tongue, brakes, front ladder, rear hitch, rear

lights, unload light, 2-way spout, roll tarp,
fenders, red, 455/65R22.5 tires,
S/N B23090136

2004 Brent 544, gravity flow, ext. tongue,

brakes on rear axle, front ladder, rear hitch,

rear lights, unload light, 425/65R22.5 tires,
S/N B21380138

(2) 2002 Brent 544, gravity flow, ext.
tongue, brakes on rear axle, front ladder,
rear hitch, rear lights, unload light, 2-way
spout, 425/65R22.5 tires, S/N B19290129
& B19290128

Brent 450 Grain Train, gravity flow, 450 bu.,

ext. tongue, brakes on rear axle, front &
rear ladders, rear hitch, rear lights, center
dump, RH side unload, hyd. drive auger
425/65R22.5 tires

Brent 444, gravity flow, ext. tongue, brakes
on rear axle, front ladder, rear hitch,
rear lights, unload light, 2-way spout,
425/65R22.5 tires, S/N B17640260

ROUND BALER

2010 John Deere 468, round baler, 4x6,
twine & net wrap, 1000 PTO, MegaWide
Plus pickup, wind guard, monitor shows
11,602 bales, 31x13.50-15 tires,
S/N 1E00468XJAA363313

ROTARY CUTTER
Howse, rotary cutter, 5', 540 PTO, 3 pt.,
laminated tail wheel

AUGER
Westfield 100-61, swing hopper

SEED TENDER

Parker 1108, seed tender, 200 bu.,
Knowles HD running gear, roll tarp, dual
compartment, 6°x17" bristle flight auger,
hyd. drive, ext. tongue, brakes on rear
axle, front & rear ladders, rear hitch,
16.5L-16.1 tires, S/N 4531

w/self-contained 12V pump & battery,

corded remote control, 175/80R13 tires,

S/N 891-416 (NEW)

SNOW BLADE

Meyer Road Pro 3210BT, snow plow,
10", round skid shoes, power angle cyl.,
(6) trip springs, edge guides, snow

held controller, headlights, mounting &

wiring harness, S/N 00014909455 (NEW)

SNOWBLOWER

2008 Loftness, snowblower, 8’

TECHNOLOGY

John Deere 2600, 2,530 hrs., display,
SF1, S/N PCGU26G 150970

John Deere StarFire ITC, receiver,

SF1, S/N PCGT01C334947
OTHER EQUIPMENT

Allis Chalmers, snap coupler Adapter
for 3 pt. hitch, complete w/top link

(18) Lankota, stalk stompers,
w/brackets & hardware (for JD 618
corn head)

Combine Head Adapter JD 600 Series
head to CIH Flagship combine

Railroad Ties & Used Guardrail

3,000 Gal. Poly Tank, on 2-wheel
transport, 2” Banjo valve, 2" standpipe,
mounting pad for pump, 5.50-16 tires

deflector, 12V pump, lift cyl., corded hand




